HY  Compressor  Company  Limited

 Tel: +86-27-85561556    Fax: +86-27-85496823  

Email: wy8989@163.com  Homepage: http://compressor.wycn.net
Manufacturer & Exporter of Refrigeration Compressors in China.
Main Products: low & medium back pressure hermetic refrigeration compressors.
Products Feature: low operation noise, low start-up voltage, high efficiency, energy saving and long working life.
Quality Standard: international standard.
Application: widely used in refrigerator, freezer, ice machine, water dispenser, dehumidifier and medical-use refrigeration equipments.
I.  TECHNICAL DATA OF AES-D & AE-DB SERIES REFRIGERATION COMPRESSORS

(Low Back Pressure, Refrigerant : R12)
	Model
	Displacement (cm3)
	Cooling
	Motor Type
	Capacity (W)
	Input Power. (W)
	Rated Current

(A)
	COP (W/W)
	Vol./Frequency

(V/Hz)

	AES25D
	2.50
	ST
	RSIR
	55
	65
	0.52
	0.85
	220V/50~60Hz

	
	
	
	
	
	
	
	
	110V/60Hz

	AES30D
	2.96
	ST
	RSIR
	72
	80
	0.60
	0.90
	220V/50~60Hz

	
	
	
	
	
	
	
	
	110V/60Hz

	AES35D
	3.49
	ST
	RSIR
	85
	90
	0.75
	0.94
	220V/50~60Hz

	
	
	
	
	
	
	
	
	110V/60Hz

	AES45D
	4.46
	ST
	RSIR
	105
	100
	0.85
	1.05
	220V/50~60Hz

	
	
	
	
	
	
	
	
	110V/60Hz

	AE1340DB
	5.19
	ST
	RSIR
	124
	115
	0.92
	1.08
	220V/50~60Hz

	
	
	
	
	
	
	
	
	110V/60Hz

	AE1345DB
	5.60
	ST
	RSIR
	132
	120
	0.86
	1.10
	220V/50~60Hz

	AE1350DB
	6.28
	ST
	RSIR
	145
	132
	1.00
	1.10
	220V/50~60Hz

	AE1360DB
	7.16
	ST
	RSIR
	165
	150
	1.13
	1.10
	220V/50~60Hz

	AE1365DB
	8.00
	ST
	RSIR
	180
	160
	1.25
	1.12
	220V/50~60Hz

	AE1370DB
	8.76
	ST/FC
	RSIR
	200
	180
	1.35
	1.11
	220V/50~60Hz

	AE1390DB
	9.59
	FC
	RSIR
	223
	198
	1.50
	1.13
	220V/50~60Hz

	AE1399DB
	10.9
	FC
	RSIR
	261
	238
	1.70
	1.10
	220V/50~60Hz


II. TECHNICAL DATA OF AE-Y SERIES REFRIGERATION COMPRESSORS

(Low Back Pressure, Refrigerant : R134a)
	Model
	Displacement (cm3)
	Cooling
	Motor Type
	Capacity (W)
	Input Power (W)
	Rated Current

(A)
	COP (W/W)
	Oil Charge

(ml)
	VOL./FRE.

(V/Hz)

	AE1330Y
	4.05
	ST
	RSIR
	80
	84
	0.7
	0.95
	250
	220/50

	
	
	
	
	*80
	84
	0.8
	0.95
	
	220-240/(50/60)

	
	
	
	
	80
	80
	0.61
	1.00
	
	240/50

	
	
	
	
	*80
	81
	1.4
	0.99
	
	100/(50/60)

	
	
	
	
	93
	91
	1.4
	1.02
	
	(110/115)/60

	AE1340Y
	5.11
	ST
	RSIR
	110
	102
	0.8
	1.08
	290
	220/50

	
	
	
	
	*110
	108
	0.95
	1.02
	
	220-240/(50/60)

	
	
	
	
	110
	101
	0.7
	1.09
	
	240/50

	
	
	
	
	*110
	128
	2.8
	0.88
	
	100/(50/60)

	
	
	
	
	128
	122
	1.8
	1.05
	
	(110/115)/60

	AE1350Y
	5.98
	ST
	RSIR
	139
	123
	0.9
	1.13
	290
	220/50

	
	
	
	
	160
	140
	1.1
	1.14
	
	220/60

	
	
	
	
	140
	130
	2.0
	1.08
	
	100/50

	
	
	
	
	160
	144
	2.0
	1.11
	
	115/60

	AE1360Y
	6.91
	ST
	RSIR
	160
	138
	1.05
	1.16
	330
	220/50

	
	
	
	
	182
	155
	1.18
	1.17
	
	220/60

	
	
	
	
	158
	138
	2.47
	1.14
	
	100/50

	
	
	
	
	186
	163
	2.45
	1.14
	
	115/60

	AE1370Y
	8.09
	ST
	RSIR
	190
	160
	1.18
	1.19
	330
	220/50

	AE1390Y
	9.41
	FC
	RSIR
	226
	185
	1.27
	1.27
	330
	220/50


Notes: The data with * is 50Hz Frequency.

III. TECHNICAL DATA OF AE-YH SERIES HIGH EFFICIENCY REFRIGERATION COMPRESSOR (Low Back Pressure, Refrigerant : R134a)
	Model
	Displacement

(cm3)
	Cooling
	Motor Type
	Capacity (W)
	Input Power (W)
	Rated Current (A)
	COP (W/W)
	Oil Charge (ml)
	VOL/FRE (V/Hz)
	Running Capacitor (μF)

	AE1330YH
	4.05
	ST
	RSCR
	80
	68
	0.32
	1.18
	250
	220/50
	4.0

	
	
	
	
	93
	78
	0.85
	1.19
	
	115/60
	6.0

	AE1340YH
	5.11
	ST
	RSCR
	108
	89
	0.45
	1.21
	290
	220/50
	4.0

	
	
	
	
	135
	103
	1.16
	1.31
	
	115/60
	6.0

	AE1350YH
	5.98
	ST
	RSCR
	140
	108
	0.55
	1.30
	290
	220/50
	4.0

	AE1360YH
	6.91
	ST
	RSCR
	160
	119
	0.65
	1.35
	330
	220/50
	4.0

	AE1370YH
	8.09
	ST
	RSCR
	190
	138
	0.70
	1.38
	330
	220/50
	6.0


ASHRAE Test Condition:

Evaporating temperature: -23.3 Centigrade
Condensing temperature: 54.4 Centigrade
Subcooling temperature: 32.2 Centigrade
Suction temperature: 32.2 Centigrade
Ambient temperature: 32.2 Centigrade
Tolerance:

Capacity: no less than 95%

Input Power: no more than 115%
Current: no more than 110%

COP: no less than 93%
All data is subject to change with notice.

PICTURES OF SOME MODELS:
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